Technical Description

	Mark
	URALCARB® 2,5
	URALCARB® 5

	Description of the product
	Ground marble powder of high clearness

	Chemical composition
	Content of calcium carbonate СаСО3
	> 97 %

	
	Fe2O3
	<0,1 %

	
	Content of insoluble in HCL substances
	<0.4 %

	
	Content of soluble in water substances
	<0.3 %

	
	Content of volatile substances (moisture)
	<0,3 %

	
	pH value
	9-10

	Physical properties
	Solidity (ISO 787/10)
	2.74 g/cm3

	
	Coefficient of refraction
	1,60

	
	Hardness according to scale of Mohs
	3

	
	Whiteness, standard unit
	>95

	
	Oil absorption
	20-21 g /100 g

of microcalcite
	18-19 g /100 g

of microcalcite

	Composition of fractions
	The remnants on the strainer with cell of 45 micron
	<0,01%
	<0,1%

	
	The biggest size of pieces (d 98%)
	12 micron
	20 micron

	
	Medium size of pieces (d 50%)
	2,0 - 2,5 micron
	3,5-5,0 micron

	
	Distribution of pieces according to their size, % of the total weight.

0-2,5 micron

0-10 micron

0-20 micron
	55, not less
95, not less
100, not less
	35, not less
70, not less
98, not less

	
	Specific surface Sv
	2,5-3,0 m2/g
	1,5-2,1 m2/g

	Technical conditions
	ТУ 2321-001-56393945-2004

	Main areas of application
	Paint making
	Primings

	
	
	Paints for road marking

	
	
	Water-based paints

	
	
	Organic enamels and paint 

	
	Paper industry
	Chalked paper and cardboard
	-

	
	Plastics

	Special features of the product
	Stable fractional and chemical composition with high degree of grinding.

High whiteness and abrasive hardness.
	Covering of microcalcite with surface-active substances in order to avoid its crumpling.


